
MH BSW 380

FeaturesBeam Spot Wash Moving Head

Power consumption: 550W
Input voltage: AC 90V-240V,50-60Hz
Working position : any safe working position
Working position temperature: -10-40°
Lamp: Osram 371W white discharge bulb *1piece
Lamp color temperature: 7650K
Average lifetime: 1500hours
Ballast: Electronic ballast
Lens: high precision optical lens system

Color wheel: 11 colors+ white
Three gobo wheels:
• Static gobo wheel: 14fixed metal gobos + white 
• Rotating gobo wheel: 7 exchangeable glass gobos + white
• Animation dish: 4 animation gobos + white

Dual Prism wheel:
• 8-facet circular rotating prism
• Multiple effect prism

Technical Specifications
Display: Color LCD display screen
DMX channel: 20/25 Chs
Zoom: 2.5°-52°electronic zoom

Protection rate: IP20, indoor use
Pan movement range: 540°
Tilt movement range: 270°
Automatic Pan/Tilt position correction
Dimmer: 0-100% linear dimming system
Strobe: Double motors make super fast strobe (0-5.9 
times/second)
8bit/16bit movement solution, optional
Control mode: DMX512 control, Stand-alone, Master /Slave 

synchronization

Housing: heat-proof plastic module + hard metal , black
DMX in/out socket : 3pin+5pin DMX XLR
Power connector: Powercon In / out

Dimension: 438X260X693mm
Net Weight: 25.9kgs G.W: 29kgs

E-mail: info@ stellar-show.com Web: www.stellar-show.com

• High power moving head
• Beam+spot+wash, 3in1 function
• 371W discharge lamp
• 2.5-52° electronic zoom
• Double prism bring richer performance
• IP20, indoor use
• Excellent performance
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